
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

OEDER NO. 92-98

NFDES NO. CAG032001

GENER.AL \,ASTE DISCHARGE REQUIREMENTS FOR:

DISCHARGES OF STORMWATER FROM BOAT REPAIR FACILITIES

The California Regional Water Quality Control Board, San
Francisco Bay Region, (hereinafter Board) finds that:

1. Federal Regulations for stormwater discharges were
promulgated by the U.S. Environmental Protection Agency on
~;ovember 19, 1990. The regulations [40 Code of Federal
Regulations (CFR) Parts 122, 123, and 124) require facilities
engaged in building and repairing ships or boats (Standard
Industrial Classification Group No. 373), to obtain a National
Pollutant Discharge Elimination System (NPDES) permit and to
implement Best Available Technology Economically Achieveable
(BAT) and Best Conventional Pollutant Control Technology (BCT) to
control pollutants in industrial storm water discharges.

, This General Permit shall regulate discharges of storm water
from boat repair and maintenance facilities Which work primarily
on pleasure vessels less than 65 feet in length, (hereinafter
referred to as boatyards), except discharges from facilities
determined ineligible by the Regional Board.

3. To obtain authorization for continued and future discharges
of stormwater pursuant to this General Permit, owners or
operators of boatyards (hereinafter referred to as Discharger(s»
must submit a Notice of Intent and receive a discharge
authorization letter from the Executive Officer in accordance
with Provisions 1. and 2. of this Order.

4. This General Permit is not intended to apply to the direct
discharge of treated pressure wash water used to remove aquatic
growths and loose paint from vessel hulls. This General Permit
will apply only to boatyards which either recycle pressure wash
water, discharge this waste to the sanitary sewer with
pretreatment, or use some other alternative for treatment and
disposal of this wastewater. This General Permit is also not
intended to apply to shipyards, operations of large floating
drydocks, (for vessels over 65 feet in length), or for facilities
Which primarily service vessels 65 feet in length or greater.
Facil i ties wh i ch have these charactex'istics must apply for
individual NPDES permits.
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